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1
CHANNEL AND NOISE ESTIMATION
METHOD AND ASSOCIATED APPARATUS

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates in general to wireless communica-
tions, and more particularly to a channel and noise estimation
method and associated apparatus.

2. Description of the Related Art

In a long-term evolution (LTE) wireless communication
system, a signal-to-noise ratio (SNR) is a critical index for
measuring reception performance of the communication sys-
tem. The SNR can be affected by estimation values including
a signal power and a noise power. Further, the accuracy in
estimation values including a signal power, a noise power, a
signal correlation and a noise correlation have direct influ-
ences on a demodulation result of signals demodulated by a
subsequent demodulation module in the communication sys-
tem.

It is discovered by the Applicant during long-term
researches that, in current technologies, a conventional esti-
mation method for a signal power and a noise power in a
wireless communication system frequently causes issues of
anunsatisfactory accuracy and complex technicalities. More-
over, a conventional estimation method does not provide esti-
mation values for correlations of signals and noises of differ-
ent reception antennas.

SUMMARY OF THE INVENTION

The invention is directed to a channel and noise estimation
method and associated apparatus capable of reducing signal
and noise estimation complexities as well as enhancing an
estimation accuracy.

According to an aspect of the present invention, a channel
and noise estimation method is provided. The method
includes steps of: performing channel estimation on a
received signal to obtain a real channel estimation value;
filtering the real channel estimation value to obtain a filtered
channel estimation value; calculating a biased noise power
value, a biased signal power value, a biased noise correlation
and a biased signal correlation according to the filtered chan-
nel estimation value; and calculating an unbiased noise power
value, an unbiased signal power value, an unbiased noise
correlation and an unbiased signal correlation according to
the biased noise power value, the biased signal power value,
the biased noise correlation and the biased signal correlation.

The step of performing the channel estimation on the
received signal to obtain the real channel estimation value
includes: performing the channel estimation on at least one
signal received by a first reception antenna and a second
reception antenna, respectively, to obtain corresponding real
channel estimation values H, ' and H, . Wherein, H, /'
represents the real channel estimation value corresponding to
the first reception antenna, and H, ¢* represents the real chan-
nel estimation value corresponding to the second reception
antenna.

The step of filtering the real channel estimation value to
obtain the filtered channel estimation value includes: filtering
the real channel estimation values H, ;' and H, ;* by utilizing
a first filter and a second filter, respectively, to obtain corre-
sponding filtered channel estimation values Y, ' (k), Y, *(k),
Y,?(k) and Y,*(k). Wherein, Y, ' (k) represents the filtered
channel estimation value obtained from filtering H, ;* by the
first filter, Y,,*(k) represents the filtered channel estimation
value obtained from filtering H, ;> by the first filter, Y, ' (k)
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represents the filtered channel estimation value obtained from
filtering H, ;' by the second filter, and Y, *(k) represents the
filtered channel estimation value obtained from filtering H, ¢*
by the second filter.

Values of H, ;' and H,  are:

1 1,0
Hpg =Higeqr +v

i

M

2_ 2
His"=Higeal +V°

@

In the above equations, H,,, ;' represents an ideal channel
estimation value of the first reception antenna, v* represents a
noise value of the first reception antenna, H, ,,,,* represents an
ideal channel estimation value of the second reception
antenna, and v represents a noise value of the second recep-
tion antenna.

Y, '(k), Y, k), Y, (k) and Y, *(k) are calculated through
the following equations:

le(k):WHle 3

Y, w2 (k):WHL52 (©)]

Y, k) =uH, ®

Y, 2(k)=uH, s> 6

In the above equations, w represents a coefficient row
vector of the first filter, k represents a k™ subcarrier on a
frequency domain, and u represents a coefficient row vector
of the second filter. The first and second filters are linearity-
unassociated.

The step of calculating the biased noise power value, the
biased signal power value, the biased noise correlation and
the biased signal correlation according to the filtered channel
estimation value includes: calculating biased noise power
values S,,' and S, ?, biased signal power values S,,' and S, 2, a
biased noise correlation P, '? betweenY, ' (k) and Y, *(k), and
a biased signal correlation P,'? between Y, '(k) and Y, *(k)
corresponding to the first reception antenna and the second
reception of S,*, S, %, 8.1, 8,2, P,,'? and P,'? are calculated
through the equations below:

St =BT, B X, ) M

8.2 =EX2 ()X, 2(0%) ®)

SA=E Ry Y 0™ ©

S2=E(XAR Y20 a0

P, P=E(Y, k)Y, 0)%) an

P R=E (Y Y 2% (12)

In the above equations, S,,' represents the biased noise
power value corresponding to the first reception antenna, S,,>
represents the biased noise power value corresponding to the
second reception antenna, S,' represents the biased signal
power value corresponding to the first reception antenna, S,2
represents the biased signal power value corresponding to the
second reception antenna, P,,'* represents the biased noise
correlation between Y, '(k) and Y, *(k), P,,'? represents the
biased signal correlation between Y, (k) and Y, 2(k), E.(®)
represents a frequency-domain average, and (@)* represents
a conjugation.

The step of calculating the unbiased noise power value, the
unbiased signal power value, the unbiased noise correlation
and the unbiased signal correlation according to the biased
noise power value, the biased signal power value, the biased
noise correlation and the biased signal correlation includes
the following steps.
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It is obtained from equations (1), (3) and (7) that:

b= B (VA0 YA) = wE[(HYpur + V) (Higgg +0) |0 (13

= w(oszHH + o'fl)w” = oszRHHwH + o'fww”
It is obtained from equations (1), (5) and (9) that:

Sh= B (YLt YE") = uE[(Hlypur + V) (Higgy +0) 1D

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”

By establishing a simultaneous equation from equations
(13) and (14), it is obtained that:

S &V wRuy wl wn ozf (15)
Si N uRyyu o'f
By inverting the

MMH

[WRHHWH wwt ]

uRyy u

matrix in equation (15), according to the biased noise power
value S, corresponding to the first reception antenna and the
biased signal power value S, ! corresponding to the first recep-
tion antenna, it is obtained that:

o wRygw! w7 st 16
o'f N uRyyu Si

In the above equations, E(®) represents an average, (@)
represents a conjugate transpose, I represents a unit matrix,
R, represents a correlation matrix of H, ;' and H, ;> on the
subcarriers, o, represents the unbiased signal power value
corresponding to the first reception antenna, and o,? repre-
sents the unbiased noise power value corresponding to the
first reception antenna.

Similarly, an unbiased signal power value ¢, correspond-
ing to the second reception antenna and an unbiased noise
power value o, corresponding to the second reception
antenna can be obtained.

According to equations (1), (2), (3), (4) and (11), it is
obtained that:

P2 = B(YLk) Y20)") = WE[(HY g + VO HEg + V2T D)

i

= w(Bi2 Ry + yi2 W = BowRpw™ +ypwn/

According to equations (1), (2), (5), (6) and (12), it is
obtained that:

P2 = B (YE(k) Y2()") = uE[(Hlg + V(o + ) |t (18)
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-continued

= u(Bi2Ryy +yi2 D' = BrouRyyu +ypuu

By establishing a simultaneous equation from equations
(17) and (18), it is obtained that:

p2 WRHHWH wn'! Pz
[Plu2 ] B [ uRHHuH uul? ]( Y12 ]

By inverting the matrix in equation (19), according to the
biased noise correlation P, ** and the biased signal correlation
P, '2, it is obtained that:

(ﬁlz] wRyyw ww Y P2
Y12 - uRHHuH wu Piz

a9

20

In the above equations, 3,, represents the unbiased signal
correlation between Y, ' (k) and Y, (k), and f, , represents the
unbiased noise correlation between Y, ' (k) and Y, (k).

After the step of calculating the unbiased noise power
value, the unbiased signal power value, the unbiased noise
correlation and the unbiased signal correlation according to
the biased noise power value, the biased signal power value,
the biased noise correlation and the biased signal correlation,
the method further includes: frequency-domain smoothing
the unbiased noise power value, the unbiased signal power
value, the unbiased noise correlation and the unbiased signal
correlation; time-domain filtering the frequency-domain
smoothed unbiased noise power value, unbiased signal power
value, unbiased noise correlation and unbiased signal corre-
lation; and demodulating the filtered unbiased noise power
value, unbiased signal power value, unbiased noise correla-
tion and unbiased signal correlation.

According to another aspect of the present invention, a
channel and noise estimation apparatus is provided. The
apparatus includes: channel estimation module, for perform-
ing channel estimation on a received signal to obtain a real
channel estimation value; a first filter module and a second
filter module, for filtering the real channel estimation value to
obtain a filtered channel estimation value, respectively; a first
calculation module, for calculating a biased noise power
value, a biased signal power value, a biased noise correlation
and a biased signal correlation according to the filtered chan-
nel estimation values; a second calculation module, for cal-
culating an unbiased noise power value, an unbiased signal
power value, an unbiased noise correlation and an unbiased
signal correlation according to the biased noise power value,
the biased signal power value, the biased noise correlation
and the biased signal correlation.

More specifically, the channel estimation module performs
the channel estimation on at least one signal received by a first
reception antenna and a second reception antenna, respec-
tively, to obtain corresponding real channel estimation values
H, /' and H, > Wherein, H, /' represents the real channel
estimation value corresponding to the first reception antenna
and H, ;* represents the real channel estimation value corre-
sponding to the second reception antenna.

More specifically, the first and second filter modules
respectively filter the real channel estimation values H, ;' and
H, * to obtain corresponding filtered channel estimation val-
ues Y, (k), Y,,2(k) Y, (k) and Y, (k). Wherein, Y,,' (k) rep-
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resents the filtered channel estimation value obtained from
filtering H, ;' by the first filter module, Y, (k) represents the
filtered channel estimation value obtained from filtering H, ¢*
filtered by the first filter module, Y, (k) represents the filtered
channel estimation value obtained from filter H, (' filtered by
the second filter module, and Y, *(k) represents the filtered
channel estimation value obtained from filtering H, ;? filtered
by the second filter module.
Values of H, ;! and H, ;* are:
Hys' =Higeu +V'

i

M

Hy " =Hgoul +° ()]

In the above equations, H,,,,,' represents an ideal channel
estimation value of the first reception antenna, v* represents a
noise value of'the first reception antenna, H, ;, ,* represents an
ideal channel estimation value of the second reception
antenna, and v* represents a noise value of the second recep-
tion antenna.

Values of Y., (k), Y, 2(k), Y,/ (k) and Y, (k) are calculated
through the following equations:

Y, (ky=wHLs" 3

Y, wz(k):WHLs2 (©)]

Y, k) =uH, s ®

Y, 2(k)=uH, s> 6

In the above equations, w represents a coefficient row
vector of the first filter module, k represents a k” subcarrier on
a frequency domain, and u represents a coefficient row vector
of the second filter module.

More specifically, the first calculation module calculates
biased noise power values S,' and S, 2, biased signal power
values S,' and S 2, a biased noise correlation P, '* between
Y, '(k) and Y, *(k), and a biased signal correlation P,'?
betweenY, ' (k) and Y, (k) corresponding to the first reception
antenna and the second reception antenna according to Y !
(k) Y., (k) Y Y(k), Y, 2(k), respectively. Values of S
N and P, 2 are calculated through the equatlons

u usw

below:

St =B, )Y, ) M

8,2 =E 1,2 (k) 1,2 (R)*) ®)

SA=EUY Ry ) ©

S2=E Y2k Y2 (k%) 10)

PP=E(X B0 an

P R=E (Y Y20 12

In the above equations, S, ' represents the biased noise
power value corresponding to the first reception antenna, S,,>
represents the biased noise power value corresponding to the
second reception antenna, S,' represents the biased signal
power value corresponding to the first reception antenna, S,2
represents the biased signal power value corresponding to the
second reception antenna, P,,'* represents the biased noise
correlation, P,'? represents the biased signal correlation,
E,(®)represents a frequency-domain average, and (@)* rep-
resents a conjugation.
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More specifically, according to equations (1), (3) and (7),
the second calculation module obtains that:

= B (YL YA)") = WE[ (Y + V) (Hlgggg + 01 (13

= w(oszHH + o'fl)w” = oszRHHWH + o'fwwH

More specifically, according to equations (1), (5) and (9),
the second calculation module obtains that:

= B (V10 - YEO") = uE[(Hp + V) HYp + ) A9

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”

By establishing a simultaneous equation from equations
(13) and (14), the second calculation module obtains that:
wn!

S&V wRupw'! ozf (15)
Si N uRyyut! H o'f

By inverting the matrix

uu

[ WRHHWH WWH ]

H

uRyy W

in equation (15), according to the biased noise power value

S,} corresponding to the first reception antenna and the

biased signal power value S, ! corresponding to the first recep-

tion antenna, the second calculation module obtains that:
wn!

o wRyw'! L st
o'f N uRyyu Si

In the above equation, E(®) represents an average, (@)%
represents a conjugate transpose, I represents a unit matrix,
R, represents a correlation matrix of H, ;' and H, i on the
subcarriers, o, % represents the unbiased signal power value
corresponding to the first reception antenna, and o, repre-
sents the unbiased noise power value corresponding to the
first reception antenna.

(16)

Similarly, the second calculation module obtains an unbi-
ased signal power value a,> corresponding to the second
reception antenna and an unbiased noise power value o,
corresponding to the second reception antenna.

More specifically, according to equations (1), (2), (3), (4)
and (11), the second calculation module obtains that:

P2 = B (YA - Y2()) = WE[(H g + V) (HE g + v W (1D

=w(BnRuy +y2 D" = BowRyyw! +ywwf
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More specifically, according to equations (1), (2), (5), (6)
and (12), the second calculation module obtains that:

P2 = E (V) Y2()") = uE[(Hlgg + V' ) (e + ) | (18

= u(BiRyy +yi2 Dt = BruRyyu? +ypud

By establishing a simultaneous equation from equations
(17) and (18), the second calculation module obtains that:

vaz wRHHwH wn'! (ﬁlz]
Piz B uRHHuH wu? Nz

More specifically, by inverting the matrix

a9

MMH

[WRHHWH wwt ]

uRyy u

in equation (19), according to the biased noise correlation
P,,'? and the biased signal correlation P,'?, the second calcu-
lation module obtains that:

Bz wRugw"  wnf! ! P12 20
(o) e ) )

Y12 uRynu?

In the above equation, [3,, represents the unbiased signal
correlation betweenY,,' (k) and Y, *(k), and f, , represents the
unbiased noise correlation between Y} (k) and Y, *(k).

The channel and noise estimation apparatus further
includes: a frequency-domain smoothing module, for fre-
quency-domain smoothing the unbiased noise power value,
the unbiased signal power value, the unbiased noise correla-
tion and the unbiased signal correlation; a time-domain filter
module, for filtering the frequency-domain smoothed unbi-
ased noise power value, unbiased signal power value, unbi-
ased noise correlation and unbiased signal correlation; and a
demodulation module, for demodulating the filtered unbiased
noise power value, unbiased signal power value, unbiased
noise correlation and unbiased signal correlation.

In the channel and noise estimation method and associated
apparatus disclosed by the present invention, channel estima-
tion is performed on a received signal to obtain a real channel
estimation value, which is filtered to obtain a filtered channel
estimation value. According to the filtered channel estimation
value, a biased noise power value, a biased signal power
value, a biased noise correlation and a biased signal correla-
tion are calculated. According to the biased noise power
value, the biased signal power value, the biased noise corre-
lation and the biased signal correlation obtained, an unbiased
noise power value, an unbiased signal power value, an unbi-
ased noise correlation and a biased signal correlation are
calculated. As such, signal and noise estimation complexities
can be reduced while also enhancing an estimation accuracy.

The above and other aspects of the invention will become
better understood with regard to the following detailed
description of the preferred but non-limiting embodiments.
The following description is made with reference to the
accompanying drawings.
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BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a flowchart of a channel and noise estimation
method according to a first embodiment of the present inven-
tion.

FIG. 2 is a flowchart of a channel and noise estimation
method according to a second embodiment of the present
invention.

FIG. 3 is a comparison diagram of demodulation perfor-
mance of demodulation performed by utilizing a noise matrix
and by utilizing only elements at diagonal lines of a noise
matrix according to the second embodiment of the present
invention.

FIG. 4 is a block diagram of a channel and noise estimation
apparatus according to an embodiment of the present inven-
tion.

DETAILED DESCRIPTION OF THE INVENTION

FIG. 1 shows a flowchart of a channel and noise estimation
method according to a first embodiment of the present inven-
tion. The method includes the following steps.

Instep S101, channel estimation is performed on areceived
signal to obtain a real channel estimation value.

More specifically, step S101 of performing channel esti-
mation on areceived signal to obtain a real channel estimation
value includes: performing the channel estimation on at least
one signal received by a first reception antenna and a second
reception antenna, respectively, to obtain corresponding real
channel estimation values H, ;' and H, ;*. Values of H, ;' and
H, ;* are obtained from the equations below:

Hys' Higead' +V'

M
@

In the above equations, H, ' represents the real channel
estimation value corresponding to the first reception antenna,
H,,...' represents an ideal channel estimation value of the first
reception antenna, v' represents a noise value of the first
reception antenna, H, * represents the real channel estima-
tion value corresponding to the second reception antenna,
H,,..~ represents an ideal channel estimation value of the
second reception antenna, and v represents a noise value of
the second reception antenna. A transmission antenna trans-
mits a signal through a channel, via which the first and second
reception antennas receive the signal. The channel estimation
is a process of estimating a model parameter of a presumed
channel model from a received signal, and is a mathematical
expression indicating an influence of a channel upon an input
signal. In the embodiment, the channel estimation on the
signal received by the first and second reception antennas is
performed by utilizing a least square (LS) channel estimation
algorithm—the real channel estimation values H; ;* and H, §*
respectively corresponding to the first and second reception
antennas are obtained through dividing a reference signal in
the received signal by a transmitted reference signal. In an
alternative embodiment, a greater number of reception anten-
nas may also be disposed, or other channel estimation algo-
rithms may also be adopted.

In step S102, the real channel estimation value is filtered to
obtain a filtered channel estimation value.

More specifically, step S102 of filtering the real channel
estimation values H, ;' and H; ;* respectively corresponding
to the first and second reception antennas to obtain a filtered
channel estimation value includes: filtering the real channel
estimation values H, ;' and H, ;> by utilizing a first filter and
a second filter, respectively, to obtain corresponding filtered
channel estimation values Y., (k), Y, 2(k), Y, (k) and Y *(k).

2_ 2
His"=Higeal +V°
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Values of Y, '(k), Y, 2(k), Y, (k) and Y (k) are calculated
through the following equations:

le(k):WHle 3

Y, wz(k):WHLs2 (©)]

Y, k) =uH, s ®

YA —uly s (6

In the above equations, Y, (k) represents the filtered chan-
nel estimation value corresponding to the first antenna
obtained from filtering H, ;' by the first filter, Y, *(k) repre-
sents the filtered channel estimation value obtained corre-
sponding to the second antenna obtained from filtering HL by
the first filter, w represents a coefficient row vector of the first
filter, k represents a k” subcarrier on a frequency domain,
Y, (k) represents the filtered channel estimation value corre-
sponding to the first antenna obtained from filtering H, ¢* by
the second filter, and Y,?(k) represents the filtered channel
estimation value corresponding to the second antenna
obtained from filtering H, i by the second filter, and u repre-
sents a coefficient row vector of the second filter. A filter is a
component or circuit having a signal processing capability for
obtaining or eliminating a predetermined frequency. The first
and second filters are linearity-unassociated. The first filter
may be an interpolation filter; the second filter may corre-
spondingly be an interpolation filter linearity-unassociated
with the first filter, and has the coefficient row vector u as
(e=w), wherein e represents a base vector [0, , 0,1,
0,...,0]

In step S103, a biased noise power value, a biased signal
power value, a biased noise correlation and a biased signal
correlation are calculated according to the filtered channel
estimation value.

More specifically, the step of calculating a biased noise
power value, a biased signal power value, a biased noise
correlation and a biased signal correlation according to Y,,!
k), Y, k), Y, '(k), and Y,*(k) obtained in step S102
includes: calculating biased noise power values S, and S, 2,
biased signal power values S,' and S, 2, a biased noise corre-
lation P, '? between Y, (k) and Y,,%(k), and a biased signal
correlation P, ' between Y, ' (k) and Y ' (k) corresponding to
the first reception antenna and the second reception antenna
according to'Y. 1(k) Y 2(k) Y 1(k) andY 2(k) respectively.
Values of S, S, and P,'* are calculated

w3 ws u 145

through the equations below:

Sy =Exl L, 01, (B M

SA=EL YNk T B ®)

82 =EY2 Ry Y20 ©

82 =EY2 Ry Y20 10)

PP=E(X B0 an

PP=EX Y20 12

In the above equations, S,' represents the biased noise
power value corresponding to the first reception antenna, S, 2
represents the biased noise power value corresponding to the
second reception antenna, S,' represents the biased signal
power value corresponding to the first reception antenna, S, 2
represents the biased signal power value corresponding to the
second reception antenna, P,,'* represents the biased noise
correlation between Y, '(k) and Y, *(k), P,'? represents the
biased signal correlation between Y, (k) and Y,*(k), E,(®)

10

15

20

30

35

40

45

50

55

60

65

10

represents a frequency-domain average, and (@)* represents
a conjugation. Biased values in the values of the biased noise
power values S, ' and S, 2, the biased signal power values S, *
and S, the biased noise correlation P, '? and the biased
signal correlation P, '* represent biased estimation values,
which means that expected values of sample estimation val-
ues of parameters do not equal to real values of the param-
eters. For example, assume that A'=f(x,, X,, . . ., X,,) is a dot
estimation value of an unknown parameter A. If E(A")=A,
E(A") is then a biased estimation value of A.

In step S104, an unbiased noise power value, an unbiased
signal power value, an unbiased noise correlation and an
unbiased signal correlation are calculated according to the
biased noise power value, the biased signal power value, the
biased noise correlation and the biased signal correlation.

More specifically, step S104 of calculating an unbiased
noise power value, an unbiased signal power value, an unbi-
ased noise correlation and an unbiased signal correlation
according to the biased noise power values S ! and S 2, the
biased signal power values S,' and S, the biased noise
correlation P,'? and the biased signal correlation P,'?
includes the steps below.

1) An unbiased noise power value o,” and an unbiased
signal power value a,? corresponding to the first reception
antenna are calculated as:

= B (VA0 YS(0)") = wE[ (L + V) (Hbg + 01 # (13)

= w(oszHH + o'fl)w” = oszRHHwH + o'fww”
It is obtained from equations (1), (5) and (9) that:

= B(YL 00 YL (00") = uE[(Hlypus + V) (Hgeg + V) 1D

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”

By establishing a simultaneous equation from equations
(13) and (14), it is obtained that:
wn!

S&V wRupw'! ozf (15)
Si N uRyput H o'f

By inverting the matrix

uu

MMH

[ WRHHWH WWH ]

uRyy u

in equation (15), according to the biased noise power value
S, corresponding to the first reception antenna and the
biased signal power value S ! corresponding to the first recep-
tion antenna, it is obtained that:

wn!

a? wRygw' -t s (16)
o'f N uRypu Si

In the above equations, E(@®) represents an average, (@)%
represents a conjugate transpose, I represents a unit matrix,
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R, represents a correlation matrix of H, ;' and H, ;> on the
subcarriers, o.,? represents the unbiased signal power value
corresponding to the first reception antenna, and o, repre-
sents the unbiased noise power value corresponding to the
first reception antenna.

2) An unbiased noise power value o,” and an unbiased
signal power value a., corresponding to the second reception
antenna are calculated as:

According to equations (2), (4) and (8), it is obtained that:

$2 = B (Y200 Y20)) = wE[(HE gy + VEY(HE gy +v) W (D

i i

= w(w%RHH + o'%l)w” = w%wRHHWH + o'%ww”
According to equations (2), (6) and (10), it is obtained that:

52 = B (Y200 Y2()) = uk| (H (18

2\ p2 2\H7 H
ideat ¥V ) Higeay +V7) ]’4

= u(w%RHH + 0'%1)14” = w%uRHHuH + o'%uu”

By establishing a simultaneous equation from equations
(17) and (18), it is obtained that:

va wRupw wnf! w% 19
Sﬁ N uRypu o'%

By inverting the matrix

[WRHHWH wwt ]

H

uRgpu  uu

in equation (19), according to the biased noise correlation
P,,'? and the biased signal correlation P,'2, it is obtained that:

o wRygw! w7 s2
[ﬁ]_[”RHHMH WH] [55]

In the above equations, E(®) represents an average, (@)~
represents a conjugate transpose, I represents a unit matrix,
R, represents a correlation matrix of H, ;* and H, ;> on the
subcarriers, o.,” represents the unbiased signal power value
corresponding to the second reception antenna, and o, rep-
resents the unbiased noise power value corresponding to the
second reception antenna.

20

3) An unbiased signal correlation 3, , and an unbiased noise
correlation v, , are calculated as below:

According to equations (1), (2), (3), (4) and (11), it is
obtained that:

P2 = B (VL) Y20)") = WE[(Hlpgy + V' ) (Hegy + V3w CD)

i

=wBnRuy +y2 D" = BowRyyw! +ywwf
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12
According to equations (1), (2), (5), (6) and (12), it is
obtained that:

22

i

P2 = E (YL () Y2()") = uE[(Hlyg + V" N HE oy + ) |

= u(Bi2Run +yi2 D' = BrouRyyu + youu

By establishing a simultaneous equation from equations
(21) and (22), it is obtained that:

P!2 WRHHWH wwt Bz (23)
[ 2]

uRgnu  wu” Ny

By inverting the matrix

MMH

[WRHHWH WWH]

Ry

in equation (23), according to the biased noise correlation
P,,'? and the biased signal correlation P,'2, it is obtained that:

(ﬁlz] WRHHWH wn'! ! P‘IA/Z
Y12 - uRHHuH wut Piz

In the above equations, 3, , represents the unbiased signal
correlation between Y, (k) and Y, *(k), and vy, , represents the
unbiased noise correlation betweenY ! (k) and Y, *(k). Unbi-
ased values in the values of the unbiased noise power values
o,?and 0,2, the unbiased signal power values o, 2 and o,%, the
unbiased noise correlation vy, , and the unbiased signal corre-
lation f, , represent unbiased estimation values, which means
that expected values of sample estimation values of param-
eters equal to real values of the parameters. For example,
assume that B'=g(x,, X,, . . ., X,,) is a dot estimation value of
an unknown parameter B. If E(B")=B, E(B') is then an unbi-
ased estimation value of B.

From equations (16), (20) and (24), the unbiased signal
power value o,? and the unbiased noise power value o,>
corresponding to the first reception antenna, the unbiased
signal power value o, and the unbiased noise power value
o, corresponding to the second reception antenna, the unbi-
ased signal correlation B, betweenY, ' (k) and Y, *(k), and the
unbiased noise correlation f,, between Y, '(k) and Y, *(k)
can be calculated. It is apparent that, the calculations for the
above unbiased estimation values all involve the inverted
matrix

@4

WRHHWH WWH -t
(o )

uRyy il

of the same two-order matrix, and multiple unbiased estima-
tion values including unbiased signal power values can be
obtained through one simple signal calculation process on the
inverted matrix.

Therefore, in the channel and noise estimation method
according to the first embodiment of the present invention,
channel estimation is performed on a received signal to obtain
a real channel estimation value, which is then filtered to
obtain a filtered channel estimation value. A biased noise
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power value, a biased signal power value, a biased noise
correlation and a biased signal correlation are calculated
according to the filtered channel estimation value. An unbi-
ased noise power value, an unbiased signal power value, an
unbiased noise correlation and an unbiased signal correlation
are then calculated according to the biased noise power value,
the biased signal power value, the biased noise correlation,
the biased signal correlation and an inverted two-order
matrix. As such, signal and noise estimation complexities can
be reduced while also enhancing an estimation accuracy.

FIG. 2 shows a flowchart of a channel and noise estimation
method according to a second embodiment of the present
invention. The method includes the following steps.

Instep S201, channel estimation is performed on a received
signal to obtain a real channel estimation value. That is,
channel estimation is performed on a signal received by a first
reception antenna and a second reception antenna, respec-
tively, to obtain corresponding real channel estimation values
H,/' and H, 2.

In step S202, the real channel estimation values H, ;' and
H, ;* corresponding to the first and second reception antennas
are filtered by a first filter and a second filter, respectively, to
obtain filtered channel estimation value values Y,,'(k), Y, >
k), Y, (k), and Y, *(k). Wherein, Y, '(k) represents the fil-
tered channel estimation value corresponding to the first
antenna obtained from filtering H, ;* by the first filter, Y, *(k)
represents the filtered channel estimation value obtained cor-
responding to the second antenna obtained from filtering
H, ;2 by the first filter, Y, *(k) represents the filtered channel
estimation value corresponding to the first antenna obtained
from filtering H, ' by the second filter, and Y, (k) represents
the filtered channel estimation value corresponding to the
second antenna obtained from filtering H, ;* by the second
filter.

In step S203, a biased noise power value, a biased signal
power value, a biased noise correlation and a biased signal
correlation are calculated according to the filtered channel
estimation values. More specifically, biased noise power val-
ues S, ' and S, 2 biased signal power values S,' and S, 2 a
biased noise correlation P, '2 between Y, ' (k) and Y, *(k), and
a biased signal correlation P,'? between Y, '(k) and Y, *(k)
corresponding to the first reception antenna and the second
reception antenna are calculated according to Y, ' (k), Y, *(k),
Y, (k) and Y, *(k) obtained in step S202.

In step S204, an unbiased noise power value, an unbiased
signal power value, an unbiased noise correlation and an
unbiased signal correlation are calculated according to the
biased noise power values, the biased signal power values, the
biased noise correlation and the biased signal correlation.
More specifically, an unbiased noise power value, an unbi-
ased signal power value, an unbiased noise correlation and an
unbiased signal correlation are calculated according to the
biased noise power values S, and S, 2, the biased signal
power values S, and S, 2, the biased noise correlation P,,'2,
and the biased signal correlation P,'?. The unbiased estima-
tion values including the noise power values are obtained
through the equations below:

0{% WRHHWH
B

o wRygw! w7 s2
[ﬁ]_[”RHHMH WH] [55]
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-continued
(ﬁlZ ] WRHHWH wn'! ! P‘IA/Z
Y12 B uRpypy o Piz

In the above equations, o, represents the unbiased signal
power value corresponding to the first reception antenna, o,
represents the unbiased noise power value corresponding to
the first reception antenna, c.,” represents the unbiased signal
power value corresponding to the second reception antenna,
o, represents the unbiased noise power value corresponding
to the second reception antenna, f3, , represents the unbiased
signal correlation between Y, (k) and Y, *(k), and v, , repre-
sents the unbiased noise correlation betweenY,,'(k) and Y, >
).

In step S205, frequency-domain smoothing is performed.
That is, unbiased noise power values o, and 0,2, the unbi-
ased signal power values o,? and c.,% the unbiased noise
correlation y,, and the unbiased signal correlation f3,, are
frequency-domain smoothed by utilizing a moving average
filter to average the input information including the unbiased
noise power values.

In step S206, a time-domain filter process is performed.
The unbiased noise power values o,? and 0,7, the unbiased
signal power values o, and a.,, the unbiased noise correla-
tion y,, and the unbiased signal correlation 3, that are fre-
quency-domain smoothed are time-domain filtered by utiliz-
ing an infinite impulse response (IIR) filter to filter out a
predetermined frequency band from the signals for an
enhanced estimation accuracy.

In step S207, the frequency-smoothed and filtered unbi-
ased noise power values, unbiased signal power values, unbi-
ased noise correlation and unbiased signal correlation are
demodulated. More specifically, the filtered unbiased noise
power values 0, and 0,%, unbiased signal power values o,
and a,”, unbiased noise correlation y,, and unbiased signal
correlation f3, , are demodulated by utilizing a demodulator or
a demodulation circuit. That is, original transmission signals
are restored from the received modulated signals to obtain a
preferred signal demodulation result. The unbiased estima-
tion values including the unbiased signal power values may
also be applied to a link adaption module in an LTE system.

FIG. 3 is a comparison diagram of demodulation perfor-
mance of interference rejection combining (IRC) demodula-
tion performed by utilizing a noise matrix

o

(y120102)"

V1201072

o3

formed by the unbiased noise correlation y, , and the unbiased
noise power values o, and 0,2, and by utilizing only ele-
ments at diagonal lines of a noise matrix according to an
embodiment of the present invention. Referring to FIG. 3,
under the same SNR, an error block rate (BLER) obtained
from IRC demodulation based on the noise matrix formed by
the unbiased noise correlation and the unbiased noise power
values from calculations of the embodiment is lower than a
BLER corresponding to maximum ratio combining (MRC)
demodulation based on the elements on the diagonal lines of
the noise matrix. Therefore, a preferred demodulation result
can be obtained by utilizing the noise matrix formed by the
unbiased noise correlation and the unbiased noise power val-
ues.
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Therefore, in the channel and noise estimation method
according to the second embodiment of the present invention,
channel estimation is performed on a received signal to obtain
a real channel estimation value, which is then filtered to
obtain a filtered channel estimation value. A biased noise
power value, a biased signal power value, a biased noise
correlation and a biased signal correlation are calculated
according to the filtered channel estimation value. An unbi-
ased noise power value, an unbiased signal power value, an
unbiased noise correlation and an unbiased signal correlation
are then calculated according to the biased noise power value,
the biased signal power value, the biased noise correlation,
the biased signal correlation and an inverted two-order
matrix. The unbiased estimation values including the unbi-
ased noise power values are frequency-domain smoothed,
filtered and demodulated. As such, signal and noise estima-
tion complexities can be reduced while also enhancing an
estimation accuracy.

FIG. 4 shows a block diagram of a channel and noise
estimation apparatus according to an embodiment of the
present invention.

Referring to FIG. 4, channel estimation module 301 per-
forms channel estimation on a received signal to obtain a real
channel estimation value. More specifically, the channel esti-
mation module 301 performs channel estimation on at least
one signal received by a first reception antenna and a second
reception antenna, respectively, to obtain corresponding real
channel estimation values H, ;! and H, .

Values of H, ! and H, ;* are:

i— 1,0
Hys =Higear +v

M

Hy " =Hgoul +° ()]

In the above equations, H, (' represents the real channel
estimation value corresponding to the first reception antenna,
H,,..; represents anideal channel estimation value of'the first
reception antenna, v' represents a noise value of the first
reception antenna, H, ;* represents the real channel estima-
tion value corresponding to the second reception antenna,
H,,..~ represents an ideal channel estimation value of the
second reception antenna, and v represents a noise value of
the second reception antenna. In an alternative embodiment,
a greater number of antennas may be disposed.

A first filter module 3024 and a second filter module 3025
respectively filter the real channel estimation values to obtain
filtered channel estimation values. More specifically, the filter
module 302a and the second filter module 3025 respectively
filter the real channel estimation values H, ' and H,  to
obtain corresponding filtered channel estimation values Y,,'
k), Y, *(k), Y,'(k) and Y 2(k). Values of Y, '(k), Y, >(k),
Y, (k), Y,2(k) are calculated through the following equa-
tions:

le(k):WHle 3

Y, wz(k):WHLs2 (©)]

Y, k) =uH, s ®

Y=l g Q)

In the above equations, Y, (k) represents the filtered chan-
nel estimation value obtained from filtering H, ;' by the first
filter module 302a, Y, (k) represents the filtered channel
estimation value obtained from filtering H, ;* filtered by the
first filter module 302a, w represents a coefficient row vector
of the first filter module 3024, k represents a k” subcarrier on
a frequency domain, Y, (k) represents the filtered channel
estimation value obtained from filter H, (', filtered by the
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second filter module 3025, Y,?(k) represents the filtered
channel estimation value obtained from filtering H, ;* filtered
by the second filter module 3025, and u represents a coeffi-
cient row vector of the second filter module 3025. The first
filter module 302a and the second filter module 3025 are
linearity-unassociated. The first filter module 3024 may be an
interpolation filter, and the second filter module 3025 may be
correspondingly an interpolation filter that is linearity-unas-
sociated with the first filter module 302a.

A first calculation module 303 calculates a biased noise
power value, a biased signal power value, a biased noise
correlation and a biased signal correlation according to the
filtered channel estimation values obtained by the first filter
module 302a and the second filter module 3026. More spe-
cifically, the first calculation module 303 calculates biased
noise power values S, ' and S, 2, biased signal power values
S,! and S 2, a biased noise correlation P, '? between Y, ' (k)
and Y, *(k), and a biased signal correlation P,'* between
Y, (k) and Y, (k) corresponding to the first reception antenna
and the second reception antenna according to Y,,'(k), Y,,>
(k),Y, (k) andY,*(k). Valves of S .}, S, %, S, %, S, %, P, /2 and
P, are calculated through the equations below:

St =BT, B X, ) M

8.2 =EX2 ()X, 2(0%) ®)

SM=E( R Y 0 ©

8.2 =EY2 Ry Y20 (10)

P,P=E(Y, (k) L2 0)%) an

P R=E (Y Y 2% (12)

In the above equations, S,,' represents the biased noise
power value corresponding to the first reception antenna, S, 2
represents the biased noise power value corresponding to the
second reception antenna, S,' represents the biased signal
power value corresponding to the first reception antenna, S,2
represents the biased signal power value corresponding to the
second reception antenna, P, '? represents the biased noise
correlation, P,'? represents the biased signal correlation,
E,(®) represents a frequency-domain average, and (@) rep-
resents a conjugation.

A second calculation module 304 calculates an unbiased
noise power value, an unbiased signal power value, an unbi-
ased noise correlation and an unbiased signal correlation
according to the biased noise power value, the biased signal
power value, the biased noise correlation and the biased sig-
nal correlation. More specifically, according to equations (1),
(3) and (7), the second calculation module 304 obtains that:

b= B (YA YK = WET(HY o +V ) (Higgg + ) 0¥ (13

= w(oszHH + o'fl)w” = oszRHHwH + o'fww”

More specifically, according to equations (1), (5) and (9),
the second calculation module 304 obtains that:

S5t = B (V0 YE0)") = uE[(Hlygug + )Ml + 1) | (1D

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”
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By establishing a simultaneous equation from equations
(13) and (14), the second calculation module 304 obtains that:

S&V wRygw wwf! ozf (15)
Si N uRyyu o'f

By inverting the matrix

H

[WRHHWH wif! ]

uRgpu  uu

in equation (15), according to the biased noise power value
S,} corresponding to the first reception antenna and the
biased signal power value S ! corresponding to the first recep-
tion antenna, the second calculation module 304 obtains that:

a? WRygw w7 s 16
(Lo ] ()

In the above equation, E(@®) represents an average, (@)
represents a conjugate transpose, I represents a unit matrix,
R, represents a correlation matrix of H, ;' and H, ;> on the
subcarriers, o, represents the unbiased signal power value
corresponding to the first reception antenna, and o,? repre-
sents the unbiased noise power value corresponding to the
first reception antenna.

Similarly, the second calculation module 304 obtains an
unbiased signal power value c.,* corresponding to the second
reception antenna and an unbiased noise power value o,
corresponding to the second reception antenna.

More specifically, according to equations (1), (2), (3), (4)
and (11), the second calculation module 304 obtains that:

P2 = E (VL0 YY) = WEL(Hlay + V') Hy + ) D

i

= w(Bi2 R + yi2 W = BawRyyw™ + yawn/!

More specifically, according to equations (1), (2), (5), (6)
and (12), the second calculation module 304 obtains that:

P2 = B (V1K) Y2(K)) = UE[(Hlg + V') gy + V) 1 (18

i

= u(Bi2Ryy +yi2Du = BouRyyu® +y o

By establishing a simultaneous equation from equations
(17) and (18), the second calculation module 304 obtains that:

P2 wRugw"  wnf! (ﬁlz] (19
Piz B uRHHuH w Ny
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More specifically, by inverting the matrix

5 H

[ WRHHWH WWH ]

uRyy il

in equation (19), according to the biased noise correlation
P,,'? and the biased signal correlation P,'?, the second calcu-
10 lation module 304 obtains that:

(ﬁlz ] _ [WRHHWH wn! ]’1[ P2 ] 20)

15 Y12 uRpyy ot Piz

In the above equation, 3,, represents the unbiased signal
correlation between Y, ' (k) and Y, (k), and f, , represents the
unbiased noise correlation between Y, ' (k) and Y, *(k). In an
alternative embodiment, the first calculation module 303 and
the second calculation module 304 may also be integrated
into one module.

The channel and noise estimation apparatus further
55 includes a frequency-domain smoothing module 305. The

frequency-domain smoothing module 305 frequency-domain
smoothes the unbiased noise power values o, and o,>, the
unbiased signal power values o, > and a.,?, the unbiased noise
correlation v,, and the unbiased signal correlation f,,

30 obtained by the second calculation module 304. The fre-
quency-domain smoothing module 305 may be a moving
average filter.

The channel and noise estimation apparatus further
includes a time-domain filter module 306. The time-domain

35 filter module 306 time-domain filters the frequency-domain
smoothed unbiased noise power value o, and o, unbiased
signal power values o, and a,%, unbiased noise correlation
v:» and unbiased signal correlation f3,,. The time-domain
filter module 306 may be an IIR filter.

40 The channel and noise estimation apparatus further include
a demodulation module 307. The demodulation module 307
demodulates the filtered unbiased noise power values o, and
0,2, unbiased signal power values o> and o>, unbiased
noise correlation y,, and unbiased signal correlation f§,, to

45 restore original transmission signals. The demodulation mod-
ule 307 may be a demodulator or a demodulation circuit.

Thus, in the channel and noise estimation apparatus
according to an embodiment of the present invention, the
channel estimation module 301 performs channel estimation

50 on areceived signal to obtain a real channel estimation value,
which is respectively filtered by the first filter module 302a
and the second filter module 3025 to obtain a filtered channel
estimation value. According to the filtered channel estimation
values, the first calculation module 303 calculates a biased

55 noise power value, a biased signal power value, a biased noise
correlation and a biased signal correlation. According to the
biased noise power value, the biased signal power value, the
biased noise correlation, the biased signal correlation and the
inverted two-order matrix obtained, the second calculation

60 module 304 calculates an unbiased noise power value, an
unbiased signal power value, an unbiased noise correlation
and a biased signal correlation. As such, signal and noise
estimation complexities can be reduced while also enhancing
an estimation accuracy.

65 While the invention has been described by way of example
and in terms of the preferred embodiments, it is to be under-
stood that the invention is not limited thereto. On the contrary,

2

<
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it is intended to cover various modifications and similar
arrangements and procedures, and the scope of the appended
claims therefore should be accorded the broadest interpreta-
tion so as to encompass all such modifications and similar
arrangements and procedures.

What is claimed is:

1. A channel and noise estimation method, applied to a
channel and noise estimation apparatus of a wireless commu-
nication system, the channel and noise estimation method
comprising:

performing channel estimation on a received signal to

obtain a real channel estimation value;

filtering the real channel estimation value to obtain a fil-

tered channel estimation value;

calculating a biased noise power value, a biased signal

power value, a biased noise correlation and a biased
signal correlation according to the filtered channel esti-
mation value; and

respectively calculating an unbiased noise power value, an

unbiased signal power value, an unbiased noise correla-
tion and an unbiased signal correlation according to the
biased noise power value, the biased signal power value,
the biased noise correlation and the biased signal corre-
lation by using a first inverted matrix;

wherein the step of performing the channel estimation on

the received signal to obtain the real channel estimation

value comprises:

performing the channel estimation on at least one signal
received by a first reception antenna and a second
reception antenna, respectively, to obtain correspond-
ing real channel estimation values H, ' and H, 2,
where H, ' represents the real channel estimation
value corresponding to the first reception antenna, and
H, ;? represents the real channel estimation value cor-
responding to the second reception antenna;

wherein the step of filtering the real channel estimation

value to obtain the filtered channel estimation value

comprises:

filtering the real channel estimation values H, ' and
H,? by utilizing a first filter and a second filter,
respectively, to obtain corresponding filtered channel
estimation values Y, *(k), Y,,2(k), Y, (k) and Y, *(k),
where Y, ' (k) represents the filtered channel estima-
tion value obtained from filtering H, (' by the first
filter, Y,,*(k) represents the filtered channel estima-
tion value obtained from filtering H, ;> by the first
filter,Y ' (k) represents the filtered channel estimation
value obtained from filtering H, ;! by the second filter,
and Y, (k) represents the filtered channel estimation
value obtained from filtering H, ;> by the second filter;

wherein values of H, ;' and H, ;* are:

i 1,0
Hys =Higear +v

M

Hy " =Hgoul +° ()]

where H,,, ;' represents an ideal channel estimation
value of the first reception antenna, v' represents a
noise value of the first reception antenna, H, ,, ;> rep-
resents an ideal channel estimation value of the sec-
ond reception antenna, and v* represents a noise value
of the second reception antenna; and

values of Y, '(k), Y,,2(k), Y,,' (k) and Y, *(k) are calcu-
lated through following equations:

le(k):WHle 3

Y, wz(k):WHLs2 (©)]
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Y, k) =uH, s ®

Y, 2(k)=uH, s> 6

where w represents a coefficient row vector of the first
filter, k represents a k™ subcarrier on a frequency
domain, and u represents a coefficient row vector of
the second filter; and

wherein the step of calculating the biased noise power

value, the biased signal power value, the biased noise

correlation and the biased signal correlation according

to the filtered channel estimation value comprises:

calculating biased noise power values S,' and S, 2,
biased signal power values S ' and S, 2, a biased noise
correlation P, '? between Y, '(k) and Y, *(k), and a
biased signal correlation P, '* betweenY ' (k) and Y, 2
(k) corresponding to the first reception antenna and
the second reception antenna according to Y, *(k),
Y, *(K),Y, (k) and Y, (k), respectively; and

values of S, ', S,2 S, 8,2 P, ? and P,'? are calculated

w s Pw

through following equations:

S, =Ed X, BT, (R M

8,2 =E 1,2 (k) 1,2 (k%) ®)

SM=E( R Y 0 ©

S2=E YRy Y2 (R)*) (10)

PP=E(X B Y20 an

PP=E(Y, kY2 (R)%) (12)

where S, ! represents the biased noise power value cor-
responding to the first reception antenna, S, repre-
sents the biased noise power value corresponding to
the second reception antenna, S,' represents the
biased signal power value corresponding to the first
reception antenna, S, represents the biased signal
power value corresponding to the second reception
antenna, P, '* represents the biased noise correlation
betweenY,,'(k)andY, 2(k),P,'? represents the biased
signal correlation between Y,' (k) and Y,2(k), E,(®)
represents a frequency-domain average, and (@)*
represents a conjugation; and
wherein after the step of calculating the unbiased noise
power value, the unbiased signal power value, the unbi-
ased noise correlation and the unbiased signal correla-
tion according to the biased noise power value, the
biased signal power value, the biased noise correlation
and the biased signal correlation, the method further
comprising:
frequency-domain smoothing the unbiased noise power
value, the unbiased signal power value, the unbiased
noise correlation and the unbiased signal correlation;
time-domain filtering the frequency-domain smoothed
unbiased noise power value, unbiased signal power
value, unbiased noise correlation and unbiased signal
correlation; and
demodulating the filtered unbiased noise power value,
unbiased signal power value, unbiased noise correla-
tion and unbiased signal correlation to restore an
original transmission signal.
2. The channel and noise estimation method according to
claim 1, wherein the first and second filters are linearity-
unassociated.
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3. The channel and noise estimation method according to
claim 1, wherein the step of calculating the unbiased noise
power value, the unbiased signal power value, the unbiased
noise correlation and the unbiased signal correlation accord-
ing to the biased noise power value, the biased signal power
value, the biased noise correlation and the biased signal cor-
relation comprises:

obtaining according to equations (1), (3) and (7) that:

S = B (YL YA ) = WE[(HYyoy + V) (g + ) p# U3)

i

= w(oszHH + o'fl)w” = oszRHHwH + o'fwwH;
obtaining according to equations (1), (5) and (9) that:

St = B (VR0 YER)) = uB[(HEpg + 01 ) (g +99) 1 (D

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”;

by establishing a simultaneous equation from equations
(13) and (14), obtaining that:

sk wRugw?  wwf \( o (15)
[Si ] B [ R ][021 ]

[WRHHWH wwt ]

H

uRyy .

by inverting the matrix in equation (15), according to the
biased noise power value S,,' corresponding to the first
reception antenna and the biased signal power value S,,*
corresponding to the first reception antenna, obtaining
that:

o? wRyyw  wnf ! st (16)
()L ) )

where E(@®) represents an average, (@) represents a con-
jugate transpose, I represents a unit matrix, R, repre-
sents a correlation matrix of H, ' and H, ;* on the sub-
carriers, o,> the unbiased signal power value
corresponding to the first reception antenna, and o,>
represents the unbiased noise power value correspond-
ing to the first reception antenna;

for an unbiased signal power value a.,,” corresponding to
the second reception antenna and an unbiased noise
power value o, corresponding to the second reception
antenna, obtaining according to equations (1), (2), (3),
(4) and (11) that:

P2 = E (VL0 YY) = WEL(Hlay + V') Hy + ) D

i

=w(BnRuy + y2Dw" = BowRyyw + ywwts

15

20

25

30

35

40

50

55

60

22
obtaining according to equations (1), (2), (5), (6) and (12)
that:

P2 = E (V) Y2()) = uE[(Hlypq + V)l +v) 1 (1)

= u(BiRyy + v D" = BouRyyu? +ypuu;

by establishing a simultaneous equation from equations
(17) and (18), obtaining that:

P!2 WRHHWH wn'! Bz (19)
[Plu2 ] B [ uRHHuH uul? ]( Y12 ]’

and
by inverting the matrix

MMH

[ WRHHWH WWH ]

MRHH MH

in equation (19), according to the biased noise correlation
P, '? and the biased signal correlation P, '2, obtaining that:

20

(ﬁlz] wRygw w1 P2
Y12 - uRHHuH wu Pll‘z’

where [,, represents the unbiased signal correlation
between Y, *(k) and Y, *(k), and v, , represents the unbi-
ased noise correlation betweenY,,*(k) and Y, *(k).

4. A channel and noise estimation apparatus of a wireless
communication system, the channel and noise estimation
apparatus comprising:

a channel estimation module, wherein the channel estima-
tion module is stored in a non-transitory computer-read-
able storage media, for performing channel estimation
on a received signal to obtain a real channel estimation
value;

a first filter module and a second filter module, wherein the
first filter module and second filter module are stored in
a non-transitory computer-readable storage media, for
filtering the real channel estimation value to obtain a
filtered channel estimation value, respectively;

a first calculation module, wherein the first calculation
module is stored in a non-transitory computer-readable
storage media, for calculating a biased noise power
value, a biased signal power value, a biased noise corre-
lation and a biased signal correlation according to the
filtered channel estimation values; and

a second calculation module, wherein the second calcula-
tion module is stored in a non-transitory computer-read-
able storage media, for respectively calculating an unbi-
ased noise power value, an unbiased signal power value,
an unbiased noise correlation and an unbiased signal
correlation according to the biased noise power value,
the biased signal power value, the biased noise correla-
tion and the biased signal correlation by using first
inverted matrix;

a frequency-domain smoothing module, wherein the fre-
quency-domain smoothing module is stored in non-tran-
sitory computer-readable storage media, for frequency-
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domain smoothing the unbiased noise power value, the
unbiased signal power value, the unbiased noise corre-
lation and the unbiased signal correlation;

a time-domain filter module, wherein the time-domain fil-
ter module is stored in non-transitory computer readable
storage media, for time-domain filtering the frequency-
domain smoothed unbiased noise power value, unbiased
signal power value, unbiased noise correlation and unbi-
ased signal correlation; and

a demodulation circuit, for demodulating the filtered unbi-
ased noise power value, unbiased signal power value,
unbiased noise correlation and unbiased signal correla-
tion to restore an original transmission signal;

wherein the channel estimation module performs the chan-
nel estimation on at least one signal received by a first
reception antenna and a second reception antenna,
respectively, to obtain corresponding real channel esti-
mation values H, ¢' and H, *, where H, ;' represents the
real channel estimation value corresponding to the first
reception antenna, and H; ;* represents the real channel
estimation value corresponding to the second reception
antenna,

wherein the first and second filter modules filter the real
channel estimation values H, ;' and H, %, respectively,
to obtain corresponding filtered channel estimation val-
ues Y, ' (k), Y,,%(k), Y,,' (k) and Y,*(k), where Y, (k)
represents the filtered channel estimation value obtained
from filtering H, ;' by the first filter module, Y, *(k)
represents the filtered channel estimation value obtained
from filtering H, > by the first filter module, Y, (k)
represents the filtered channel estimation value obtained
from filtering H, ;' by the second filter module, and
Y (k) represents the filtered channel estimation value
obtained from filtering H, ;* by the second filter module;
and the first and second filter modules are linearity-
unassociated;

wherein values of H, ;' and H, ; are:

i— 1,0
Hys =Higear +v

M

Hy " =Hgoul +° ()]

where H,,, ;' represents an ideal channel estimation
value of the first reception antenna, v' represents a
noise value of the first reception antenna, H,, ,; rep-
resents an ideal channel estimation value of the sec-
ond reception antenna, and v* represents a noise value
of the second reception antenna; and

values of Y, 1(k), Y, *(k), Y, (k) are calculated through
following equations:

le(k):WHle 3

Y, (k=wH s (©)]

Y, o= ! ®

YA —uly s Q)

where w represents a coefficient row vector of the first
filter, k represents a k™ subcarrier on a frequency
domain, and u represents a coefficient row vector of

the second filter; and
wherein the first calculation modules calculates biased
noise power values S,! and S, 2, biased signal power
values S,' and S,? a biased noise correlation P,'2
between Y, (k) and Y, *(k), and a biased signal corre-
lation P, betweenY,,' (k) and Y,,' (k) corresponding to
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the first reception antenna and the second reception
antennaaccording oY, (k),Y,,' k), Y, ' (k) andY, *(k),
respectively; and
values of S, S, 2, S,'. 8,2 P, ? and P,'? are calculated
through following equations:

St =BT, B X, ) M

8.2 =EX2 ()X, 2(0%) ®)

SA=E Ry Y 0™ ©

S2=E YRy Y2 (R)*) (10)

P,P=E(Y, (k) L2 0)%) an

P R=E (Y Y 2% (12)

where S,,! represents the biased noise power value corre-
sponding to the first reception antenna, S 2 represents
the biased noise power value corresponding to the sec-
ond reception antenna, S, represents the biased signal
power value corresponding to the first reception
antenna, S, represents the biased signal power value
corresponding to the second reception antenna, P, '*
represents the biased noise correlation between Y,,' (k)
andY ' (k), P,'* represents the biased signal correlation
between Y,,' (k) and Y,,'(k), E,(®) represents a fre-
quency-domain average, and (@)* represents a conju-
gation.
5. The channel and noise estimation apparatus according to
claim 4, wherein the second calculation modules obtains
according to equations (1), (3) and (7) that:

b= B (YA YA = WET(HY o +V ) Higeg + ) 0 (13

i

= w(oszHH + o'fl)w” = oszRHHWH + o'fwwH;

the second calculation module obtains according to equa-
tions (1), (5) and (9) that:

St = B (Y ) YE") = uE[(H ey + V' (e +vH) 1 (09

= u(oszHH + o'fl)u” = ozfuRHHuH + o'fuu”;

by establishing a simultaneous equation from equations
(13) and (14), the second calculation module obtains
that:
wn!

S&V wRupw'! ozf
Si N uRyput H o'f )

by inverting the matrix

1s)

uu

MMH

[ WRHHWH WWH ]

uRyy u

in equation (15), according to the biased noise power value
S, corresponding to the first reception antenna and the
biased signal power value S,* corresponding to the first recep-
tion antenna, the second calculation module obtains that:
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by establishing a simultaneous equation from equations
of R b {16 (17) and (18), the second calculation module obtains
[U'% ] ) [ uRpyut ] [Si ]; that:
5
where E(@®) represents an average, (@) represents a con- pi2 R ol Y B w
jugate transpose, I represents a unit matrix, R, repre- [ , ] - [ L ]( ];
P, uRpyu®  uu” N\ 712

sents a correlation matrix of H, ;' and H, ;* on the sub-
carriers, o,> the unbiased signal power value
corresponding to the first reception antenna, and o,>
represents the unbiased noise power value correspond-
ing to the first reception antenna; by inverting the matrix

the second calculation module further obtains an unbiased
signal power value o, corresponding to the second
reception antenna and an unbiased noise power value
0,2 corresponding to the second reception antenna;

the second calculation module obtains according to equa-
tions (1), (2), (3), (4) and (11) that:

10
and

15
[WRHHWH WWH]

uRgpu  wut

20 in equation (19), according to the biased noise correlation
P2 = B(rLi) - Y2()') = wE[(HL oy + VO (HZ + D) M (D P,,'” and the biased signal correlation P, >, the second calcu-

ideai
u u lation module obtains that:
= w(Bi2 Ry + yi2hW? = BowRypw' + yipww/?;

25 B
the second calculation module obtains according to equa- (ﬁlz ] ~ [WRHHWH w! ] 1[ P} ] @0

tions (1), (2), (5), (6) and (12) that: Yi2 H pL2

uRyy .

P2 = B (Y100 Y200 ) = uBL(H gy + V) (Hogy + 3 1t 08 20 here B,, represents the unbiased signal correlation
between Y,*(k) and Y, *(k), and y, , represents the unbi-

= u(BraRuy +y2 D = BrouRppu® +ypuu®; X X
ased noise correlation between Y, '(k) and Y, *(k).
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